FIXED PANEL W/
SWINGING SHOWER DOOR

F
UNIT FEATURES: 1
\\\\
Semi-Frameless Enclosure \ \\\\
3/16" Door Glass &\ N
7 stock & 55 custom N
finishes \\
Continuous Hinge Door \\ _
N =
Wrap-around Pull \\ 8
0 \ °
a
ALUMINUM EXTRUSIONS: D
Our Shower Enclosures are fabricated with extruded 5000
and 6000 series billet. All exposed surfaces are polished
before anodizing. Powder Coated and Satin units may be N N
extruded with the same alloy and temper used for anodized \\\\\\ N \
material. \ \\
AN\
CODE COMPLIANCE: —
® ANSIZ.97.1 (Tempered Glass) N
e CPSC16CFRI201 || (Glazing Materials) L Up to 72 L
e ASTM C1048-85 (Anodized Finishes) ’ !
e USFSDD-G-1403B (Tempered Glass)
AVAILABLE SIZES: CLEAR OPENING CALCULATION:
e Widthupto72" The approximate clear opening into the shower equals the
® Heightup to 90" door opening size minus 3 1/2". For example, a 26" door
® Stock and custom sizes available has a clear opening of approximately 22 1/2". Check with
your local code for your requirements.
FINISHES AVAILABLE:

® Brushed Nickel Chrome
e Gold
e Oil-Rubbed Bronze AVAILABLE PULLS: *DRAWINGS NOT TO SCALE
® Roman Bronze
e Satin N
e White
® Over 50 custom powder "I[I \
® coat finishes available °© \
Stock Pull C-Pull Apollo Pull Towel Bar/Pull Combo
GLASS PATTERNS AVAILABLE:
e 3/16" Clear
e 3/16" Obscure
e 3/16" Rain
® Over 20 other finishes, colors,
and sizes available
Stock Header Profile Euro Header Profile Apollo Header Profile (23551_"09| ff Z551110
755 3101 7552101 7SS 8101* D readay P

O: (706) 350-4300 | F: (706) 350-4305
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