PRODUCT ID:

RESILIENT TILE FLOORING - QUIETLOK ® SERENE

COLLECTION/PATTERN:

CATANIAN - PALISADE

QL74587WX

TECHNICAL SPECIFICATIONS

SIZE 7.09” x 59.45” (180mm x 1510mm)
WEAR LAYER THICKNESS [ 20MIL (0.5mm)
TOP LAYER THICKNESS | 1.5mm (0.06”)
OVERALL THICKNESS | 6.5mm (0.26”)
CORE THICKNESS 4mm (0.16”)
CORE MATERIAL WPC RIGID CORE
PAD THICKNESS 1mm (0.04”) IXPE FOAM PAD
EDGE DETAIL PAINTED BEVEL
EMBOSSING OVERALL EMBOSSING
FINISHING CERAMIC BEAD UV COATING
COVERAGE/CARTON 9 PIECES (26.3 sq.ft/2.45m?)
COVERAGE/PALLET 45 CARTONS (1,185 sq.f/110.1 m?)
COVERAGE/CONTAINER | 21 PALLETS (24,882 sq.ft/2,312m?)
LIMITED WARRANTY 15 YEAR COMMERCIAL
1 CERAMIC BEAD UV COATING
2 CLEAR VINYL WEAR LAYER
3 HIGH-RESOLUTION PRINTED DECORATIVE FILM
4 1.5mm (0.06") SOLID VINYL TOP LAYER
5 WPC RIGID CORE
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