
TOOLS NEEDED:

• Pencil or Sharpie
• Drill
• Hole Saw
• Circular Saw
• Chalk-Line
• Tape Measure
• Heavy Duty Caulking Gun
• Level

• Straight Edge
• Square
• J-Roller
• Denatured Alcohol 

+ Spray Bottle
• White Rags
• Wall Panels
• 100% Silicone

SAFETY:
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• Safety Goggles
• Protective Gloves
• Protective Footwear

CUT DIRECTION CHEAT SHEET:

• Circular Saw: Cut with pattern side facing down
• Table Saw: Cut with pattern side facing up
• Optional: Lightly scoring the cut line can make the cut 

cleaner/easier.

STORAGE + SETUP:

STORAGE RULES:

• Store flat in a controlled, moderate climate.
• Avoid areas with excessive heat or humidity.
• Acclimate materials for at least 48 hours in the 

install environment.
• Do not stage near exterior doors or anywhere 

exposed to rain or frequent temperature/humidity 
swings.

BEFORE YOU BEGIN:

• Read the full instructions before starting; follow local 
plumbing and building codes.

• Unpack and inspect all wall panels for damage.
• Confirm wall levelness and dimensions.
• Confirm blocking is in place where accessories or 

grab bars will be mounted.

APPROVED SUBSTRATES: 

• Greenboard
• Cement or Concrete Board
• Solidly Adhered Tile
• Sheetrock is only acceptable in non-wet areas.

WALL SURFACE PREP: 

• Wall surfaces must be dry, smooth, and free of dust, 
soap scum, mold, or contaminants.

• Wipe surfaces with a damp cloth and allow them to 
fully dry before installing panels.

• Using a straight edge ensure each wall does not vary 
more than 3/16-inch.

• Walls exceeding a 3/16-inch variation must be 
adjusted to tolerance before panels are installed.

OPTIONAL TOOLS:

• Suction Cups
• Jigsaw
• Hand Sander with 60-grit sandpaper
• Multi-tool
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PREP THE SPACE:

• Rough plumbing + fixture removal.
• Turn off hot and cold-water supplies.
• Remove faucet handles, escutcheons, filler spouts, and 

other fixtures (e.g., towel bars, soap dishes).

PANEL/TRIM CHECK:

• Do not install damaged wall panels or trim.

INSTALL OVER EXISTING TILE: 

• Remove broken or loose tiles.
• Drill holes every 8 inches through grout when 

possible and install 2 inch by 2 inch galvanized steel 
mounting plates.

• Verify with a straightedge that mounting plates are 
aligned on the same plane with a maximum 
allowable variation of 3/16 inch.

• Apply silicone to mounting plates.

DRY-FIT (NO ADHESIVE YET): 

The goal is to find problems now, not after the silicone is 
applied.

REAR PANELS

• Keep a 1/8 inch gap from the tub deck, shower base, and side walls.
• Mark seam/joint locations on the drywall with a pencil for adhesive reference.
• It is recommended to apply a waterproofing membrane (such as RedGard or Kerdi Tape) to the substrate wherever 

seams are present.
• Unpack and inspect panels for damage.
• Verify panel size and test-fit seams.
• Use suction cups to help handling and seam alignment.  If walls or tub are out of square: trim from the bottom of side 

panels so their top aligns with the back panel top.

SIDE PANELS

• Dry fit both side panels.
• It is recommended to apply a waterproofing membrane (such as RedGard or Kerdi Tape) to the substrate 

wherever seams are present.
• If walls or tub are out of square: trim from the bottom of side panels so their top aligns with the back panel top.

PLUMBING CUTOUTS

• Mark plumbing cutouts for shower valves and showerheads.
• Use a hole saw to drill openings large enough for fixtures but small enough to be covered by trim plates.
• Drill from the decorative side.

STRUCTURAL SUPPORT

• Before installing wall panels, ensure that necessary structural framing is in place to anchor accessories.
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• T-mold: Install a first panel. Apply silicone to the side that contacts the wall and slide the trim between the panel and 
the wall. Install the second panel, ensuring silicone is present between the T-mold and the panel.

SURFACE PREP

• Clean the backs of the panels and the installation wall with a white cloth and denatured alcohol to remove dust/
debris. 

• Allow all surfaces to fully dry before continuing.

BEAD PATTERN (REAR WALL)

• Start with the rear/back panel(s).
• Dots should be 2 by 2 inches.
• Beads should be 1/4 inch wide and 1/4 inch deep.
• Dot the panel with silicone 4 inches from the edge of the panel, 6 to 8 inches apart.
• Dots should be about 1 inch in diameter and ½ inch thick.
• Add 6 horizontal beads, 1 inch from the top and bottom edges, 20 to 30 inches in length.
• Horizontal beads should be 1/3 inch wide and 1/3 inch thick.
• In the middle of the panel add 5 diagonal beads 20 to 30 inches in length.

IMPORTANT: Do not connect beads or dots to avoid excessive buildup or adhesive bridging.

FIRST REAR PANEL

• Using suction cups, set the first rear panel in place.
• Leave a 1/8 inch gap above the tub deck, shower base, and wall flange.
• Roll firmly with a J-roller over the entire surface to ensure full contact.
• NOTE: Support the panel until the adhesive cures.

NEXT REAR PANEL(S)

• Apply adhesive as described above.  Place the second rear panel (third if applicable) on the wall.
• Roll the panel in place with a J-roller.
• Wipe away excess sealant between panels with denatured alcohol.

BOND & SEAL

• Endcaps: After the panels are installed, slide the trim between the wall and the panel, ensuring the adhesive makes 
contact with both the trim and the wall. Silicone is not required prior to insertion; once in place, the trim will contact the 
adhesive.

• Inside corner: Install the trim to the subwall first by applying adhesive to the trim and pressing it firmly into place. 
Maintain a 1/8-inch gap from the tub deck, shower base, and side walls. Insert the panels into the trim; no silicone is 
required between the trim and the panels.

If you're using trim:
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CAULKING & CURE

• Seams must use 100% silicone.
• After panels are set, apply 100% silicone to all corners, top of panel, seams between panels and gaps between 

bottom panels and the tub or shower pan.
• Wipe excess sealant from the panel with denatured alcohol.
• Allow 24 hours for adhesive and sealant to fully cure before installing shower accessories.

ACCESSORIES

• Follow the accessory manufacturer’s instructions.
• Follow all local and federal load requirements for grab bars.  Screws must penetrate the wall panel and into 

the stud.
• Apply 100% silicone to all trim plates and over the threads of mounting screws.

IMPORTANT: Let 100% silicone dry for 24 hours before use. 

DAILY CLEANING:

• Do not use abrasive, acidic, or alkaline cleaners.  Instead, clean with a neutral cleaner and a soft cloth.

DISINFECTING:

• Simplicity Panels naturally resist mold, mildew, fungus, and bacteria, making routine disinfection 
straightforward. Use a non-abrasive cleaner and wipe the surface with a soft cloth.

PREVENTING DAMAGE:

• Simplicity Panels are stain-resistant and highly durable; however, strong chemicals—such as paint strippers, 
stain removers, nail polish removers, and hair dyes—may stain or damage the surface if left sitting. If spills of 
this nature occur, promptly rinse and clean the surface as usual.

• Indoor use only.
• Avoid installing Simplicity Panels near heat sources such as fireplaces or ovens.

SIDE PANELS

• Apply adhesive using the same bead pattern.
• Leave a 1/8 inch gap above the tub deck, shower base, and wall flange.
• Remove excessive adhesive with denatured alcohol.
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